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Lloyd's Register Group Limited, its affiliates and subsidiaries and their respective officers, employees or agents are, individually and collectively, referred 
to in this clause as 'Lloyd's Register'. Lloyd's Register assumes no responsibility and shall not be liable to any person for any loss, damage or expense 
caused by reliance on the information or advice in this document or howsoever provided, unless that person has signed a contract with the relevant 
Lloyd's Register entity for the provision of this information or advice and in that case any responsibility or liability is exclusively on the terms and 
conditions set out in that contract.

Linda Starink

Materials Scientist - Composites to Lloyd's 
Register EMEA 
A member of the Lloyd's Register group

Manufacturer Chemco International Ltd

Address 13-23, Hagmill Road, East Shawhead Industrial Estate, Coatbridge, ML5 4XD, 
United Kingdom

Product Epoc-chem RS 500P

Class Class 1

Type of Coating Epoxy

Coating Thickness 200 μm

Number of Coats 1*

Remarks * Additional stripe coat to be applied to welds, edges and section changes.   
 
Maintenance of dedicated seawater ballast tanks on vessels compliant with MSC.215(82) 
"Performance Standard for Protective Coatings for Dedicated Seawater Ballast Tanks in All Type of 
Ships and Double-Side Skin Spaces of Bulk Carriers" shall be performed in accordance with IMO 
MSC.1/Circ.1330 "Guidelines for Maintenance and Repair of Protective Coatings"

This certificate is issued to the manufacturer named above. The ballast tank maintenance coating 
described has been examined in accordance with the requirements of Lloyd's Register and is approved for 
use in constructions built under Lloyd's Register survey. 
  
This approval is subject to Lloyd's Register being informed of any changes in or modifications to the 
ballast tank maintenance coating being used in accordance with the manufacturer's instructions and the 
relevant requirements of Lloyd's Registers Rules and Regulations.
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